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SPECIFICATIONS

Triplex — Single Acting
TYPE CXT0-15AV CX20-10AV

Rated Capacity G.P.M. @ 560 R.P.M. 10.4 20.8

Pressure Rating 1500 P.S.I. 1,000 P.S.I.

Required B.H.P. @ 560 R.P.M. and Rated Press. 11.2 10.8

Temperature Rating (Max.) 180°F.

Cylinder Bore 114" | 134"

Stroke 14"

Suction Size 1¥%2 N.P.T. (Bottom), 1¥4 N.P.T. (Sides)

Discharge 1”7 N.P.T. (Top)

Crankshaft Dia. 118"

Keyway Ya X Vs

Cylinder Material Alumina Ceramic

Fluid End Material Ductile Iron or Aluminum Bronze

Packing Material V-Ring/Buna N & Cotton Duck

Valve Material Stainless Steel & Delrin

Seat Material Stainless Steel

Piston Assembly Stainless Steel

Approx. Ship. Wt. 104 #

Recommended Regulator ‘ 22900B 17527B3

Recommended Discharge Surge Suppressor 6CU 12CU

Suggested Drive For 1750 R.P.M. Motor Drive Sheave 3V Section 3 Groove 4.5" 0. D. « Driven Sheave 3V
Section 3 Groove 14” O.D. 1¥& Bore ¥4 x ¥& K. W. * Belts —
Matched Sets of (3) 3V 630 (63" Outside Circumference)
Approx. Center Distance = 16.3”
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